
GRAVITY SHUTTER DAMPERS

APPLICATION

Shahrokhi gravity shutter dampers are used

for remain constant level of air pressure

such as painting rooms , diesel generator

rooms , industrial kitchens , industrial air

conditioning and etc.
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SH.LOU.GSH

DESCRIPTION

Shahrokhi gravity shutter dampers have

multi parallel blades with a linkage

mechanism which automatically open when

increase air pressure and close by the

gravity of blades (figure 13).
Special rubber are used to eliminate sound

when closing the blades.
The brass or nylon bush are fixed to frame

to easily open and close the blades.
Either is possible to supplied these gravity

shutter dampers with galvanized 10mm. x

10mm. mesh bird screen , aluminium

washable air filter and ducted dampers as

optional.
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ORDERING CODE /
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SH : Shahrokhi manufacture

LOU :

GSH :

W x H :

Louver

Gravity shutter damper

Width (inch) x Height (inch)
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SH.LOU.GSH- W x H

MATERIAL & FINISH

High quality 0.8mm. thickness extruded

aluminium profile in matt aluminium

anodized finish for frame and blades.
White polyester liquid or powder coating

finish is also available or any other specified

color with raul code up on requirement.

Shahrokhi gravity shutter dampers are

specified with following ordering code.
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(FIGURE 13)

ALL DIMENSION IN mm.

4
3
.0

BRASS OR

NYLON BUSH
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0.77 0.91 1.05 1.19 1.33 1.62 2.04 2.47 2.90 3.32

1.04 1.22 1.42 1.61 1.80 2.19 2.76 3.34 3.91 4.49

1.31 1.55 1.79 2.03 2.27 2.76 3.48 4.21 4.93 5.66

1.58 1.87 2.16 2.45 2.74 3.33 4.20 5.08 5.95 6.83

1.85 2.19 2.53 2.87 3.21 3.90 4.92 5.95 6.97 8.00

2.12 2.51 2.90 3.29 3.68 4.47 5.64 6.82 7.99 9.17

2.39 2.83 3.27 3.71 4.15 5.04 6.36 7.69 9.01 10.34

2.66 3.15 3.64 4.13 4.62 5.61 7.08 8.56 10.03 11.51

2.93 3.47 4.00 4.55 5.09 6.18 7.80 9.43 11.05 12.68

3.20 3.79 4.38 4.97 5.56 6.75 8.52 10.30 12.07 13.85

Face Velocity
(FPM)

Exhaust
PD" W.G.

W (INCH)H
(INCH)

12 14 16 18 20 24 30 36 42 48

12

16

20

24

28

32

36

40

44

48

200 300 400 500 600 700 800 900 1000 1200 1400

0.043 0.068 0.092 0.130 0.160 0.180 0.220 0.260 0.300 0.340 0.370
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PD :

AK :

W :

H :

CFM :

V :

Total pressure drop in inch water gage.

Effective free area in square feet=CFM / VK

Width of louver in inch

Height of louver in inch

Air quantity

Face velocity in FPM

k

k

V

EFFEVCTIVE FREE AREA (AK)
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